
Manual : HARLEY-DAVIDSON® | smartbox 2

WWW.jekillandhyde.com  |  sales@jekillandhyde.com

Streetbob
Low Rider S

2021->

NEW in this manual:
- Jekill bomb exhaust
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Streetbob/Low Rider S 2021->
Smartbox 2

1 2 3 41

3 4
Mode Switch

for
Smartbox

2
Smartbox

2
Exhaust/Cable
/Servo System

Smartbox
Power
Cable

1 Assembly
Kit

TR 16x

6P4P

2P

CA

2x
Option 1

Option 2

6X

6X

4X

4A

2X

5 O2 sensor
cable

extender 

Re-use at
step 3

2x 1

2

3

4x

Re-use at
step 5 & 7

2x

L&R

4

Re-install oxygen sensors
Upper- & lower exhaust

300 km
186 mi

20Nm
15lbf ft

2x

20Nm
OEM

Upper exhaust oxygen sensor = gray
Lower exhaust oxygen sensor = black 

Use HD-tool:
HD-52977



3/7DR-150023-01

5

4

SP
2x

Adjust header position Use spacers on floorboards or mid 
controls before re-installing them

If applicable:
Install footrest adapter before continuing at step 5

(manual: DR-301148)

1 2 3

4

Adjust OEM exhaust bracket

Remove material in the
red area (2,5mm).

Red area should be flush with
green reference surface.

Loosen header nuts to be able to
adjust the header position during

the upcoming steps.
Tighten after step 8.

- HD part nr. 65900017

GA

1x

Install lower exhaust

Slide exhaust on 
OEM header

1

OEM

2

Attach exhaust
to OEM bracket

300 km
186 mi

10Nm
  7lbf ft

2x

10Nm
OEM

300 km
186 mi

10Nm
  7lbf ft

2x

10Nm
N1

X˚

X˚

Position typeshields at
the same angle (X˚)

3

GA

2 3

Loosen nuts to adjust exhaust position
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Reconnect OEM
oxygen sensors 1

2 Use tie-wraps to secure oxygen sensor cable,
Keep clear of rear swingarm!

Lower exhaust O2 sensor cable (black) routing 

300 km
186 mi

30Nm
22lbf ft

2x

30Nm
OEM

300 km
186 mi

10Nm
  7lbf ft

2x

10Nm
N1

Slide exhaust on 
OEM header

1

- HD part nr. 65900017

GA

1x

OEM

2 Attach exhaust
to OEM bracket

300 km
186 mi

10Nm
 7lbf ft

2x

10Nm
OEM

Install upper exhaust

GA

3
Upper &
Lower

32 4
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9

8

Reconnect OEM
oxygen sensors 2

3

Upper exhaust O2 sensor cable (gray) routing

Give cable 
enough slack 
from rear axle

nut.

Keep cable 
clear from 

lower damper
4

5

Oxygen sensor 
displayed as 
mounted to 

upper damper

Connect J&H Oxygen sensor 
extension cable

for upper exhaust

1

5

3 1

2

Option 1

1

Option 2

300 km
186 mi

8Nm
6lbf ft

1x

Lift or remove fuel 
tank to ensure 

proper cable routing
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10

2 4

2
Connect cable to smartbox

3
Position the smartbox

as shown

Cable routing

Actual cables are black

Connect 4A to OEM

4A OEM+

1

Do not disassemble
(image for illustrational purposes)
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11

12

1

Avoid Bending
near the connector

Sufficient cable
length for slack

4P 4X+

2 3

6P 6X+2P 2X+

1

Complete
System
Check!

2

1

L&R


